Time and Attendance System
with Biometric Access Control

Featuring a high-precision fingerprint sensor and a
figh-speed authentication processing engine

HIGHLIGHTS
® Fingerprint matching process takes less than 0.5 second.
* Up to 10,000 fingerprint enroliments.
¢ Advanced optical sensor for high authentication accuracy.
® High quality materials and components for premium
: look and feel.
- ® Built-in RFID capability.
ven verification modes for enhanced security.

Fingerprint Access

Designed for performance Built with quality Total solution

i4+ is embedded with the latest optical fingerprint By using high resolution and blue i4+ delivers a complete and cost-
sensor and a highly accurate fingerprint backlit LCD, clear and attractive effective time and attendance
identification algorithm. Its fingerprint matching images can be displayed. The keypad management solution for organisations
speed is one of the highest among the competing is made of durable material to of any size. It provides a single accurate
identification algorithms. The system can store up withstand wear and tear of everyday source of instant information and

to 10,000 fingerprints and supports 1:1 & 1:N use. The i4+ appliance combines management of key areas such as
matching. Its sophisticated, tamper-proof security aesthetic quality with the latest attendance analysis, detailed shift time
features offer unmatched safety against system technology. table, employees' schedule, holiday &
abuse. Any attempt to open the device casing leave application and reporting. It also
will trigger a tamper alarm. Even when the system enables productivity measurement and
is turned off completely, data stored within the workforce planning and scheduling.

device is always secure,
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Language
Communication Protocol
Power

Operating Temperature
Operating Humidity
Dimensions

Other Features

RCG

Biometrics - RFID « Security

Identity

LATU @y HIYErprinG anu passwuorg
English, Simplified Chinese, Arabic
TCP/IP, Wiegand (Input or Qutput)
DC12V

0°C - 55°C

40% ~ 90% RH

156mm (H) x 160mm (W) x 38mm (D)
Tamper Alarm, RFID Module (optional)

Ce

Authorized Distributor/Reseller :

Greater China = United Kingdom « Malaysia
United Arab Emirates ¢ South Africa ¢ Thailand

Specifications subject to change without prior notice. Enhancements may vary by market.

Please check with your local dealer.
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